the assistance they give in finding rapidly the requirements relating to any subject. For the same reason, a good index to the specifications is very desirable. The authors prefer to use Roman numerals to designate the clauses of the general specifications and Arabic numerals for the technical specifications. The clauses of a general nature which are given here must be considered merely as illustrative of the class of information appropriate under such a head, and not as models to be copied.
CONTRACT
Art. III. The Engineer shall make all necessary explanations as to the meaning and intention of the specifications, shall give all orders and di-
GENERAL SPECIFICATIONS Order of Work
Section IV. The order or sequence of execution of the work and the general conduct of the work shall be subject to the approval and direction of the Engineer,
VITRIFIED PIPE
Item 7 Description of Pipe
Section 7.1. The vitrified clay pipe used on the work shall be made of satisfactory material, thoroughly vitrified, well and evenly salt glazed both inside and outside, free from cracks, warps, fire cracks.
Excerpts from specifications illustrating typographical style a,nd method of numbering clauses.
I.  The work herein specified to be done   consists of furnishing materials for and the construction of sewers in the village of......,  Town of......,  Maine.
II.  The Contractor shall furnish and do everything, except as herein otherwise provided, necessary to complete the work in accordance with the terms of this contract and with the requirements of the Engineer thereunder.    Ho is to make the requisite excavations for